
浙江省瑞安市莘塍工业区

长荣机械有限公司

长荣(王邦)机械有限公司



瑞安市长荣（王邦）机械有限公司是一家集科研、制造、销

售、服务于一体的专业塑料公司。自成立以来，公司一直坚持『以

市场为导向，以质量为生命，靠创新求发展』的宗旨。

本公司主要生产吹膜机、印刷机、制袋机、缠绕膜机、聚乙烯

气泡膜机组、造粒机、分条机、管子机等系列塑料机械。我司产品

畅销全各地，而且远销东南亚、中东、非洲、欧洲和北美洲等国家

和地区。



高速吹膜机
High-speed Film Blowing Machine

SJ-A50H、A55H、A60H、A65H

全自动缠绕膜复卷机
Automatic Stretch Film Rewinding Machine

KDRW-500A/600A/700A

上下双道/四道冷切底封制袋机(单光电跟踪)

Double lines or Four lines bottom-sealing 
machine (with one photocell )

SHXJ-A600/700/800/900/1000/1200
SHXJ-B600/700/800/900/1000/1200

DHB-500/DHB-B500

自封袋夹链吹膜机
Zip Film Blowing Machine (Zip Lock Bag ) 

ZIP-55,ZIP -65

吸管挤出机（单色）
Drink Straw Making Machine(1 Color)

KD-11

吸管挤出机（双色）
Drink Straw Making Machine(2 Colors)

KD-12

吸管挤出机（三色）
Drink Straw Making Machine(3 Colors)

KD-13

全自动曲管机
Drink Straw Making Machine(2 Colors)

KDCY-4\ 5 \6

单支吸管包装机
Single Pcs Straw Packing Machine

KD-31

干燥机
Dry Hopper

冷水机
Chiller

边料机
Waster Film Online

液压换网器
Hydraulic Filter Changer

自封袋制袋机
Zip Lock Bag Making Machine (Side Sealing)

ZIP-500,ZIP -600

迷你吹膜机
Mini Film Blowing Machine

SJ-D50

双层共挤吹膜机/快递袋吹膜机

Double-layer Film Blowing Machine 
/Courier-bag Film Blowing Machine

2SJ-50/2SJ-55/2SJ-60

全自动高速制袋机

Full Automatic High Speed
T-shirt Bag Making Machine

KDHS-450 x 2/KDSS-450 x 2

RLD-900/1000/1100

全自动背心袋制袋机

Full Automatic 
T-shirt Bag Making Machine

DFHQ-450 x 2

KDRW-500/1000

YT-2600/2800/21000
YT-4600/4800/41000
YT-6600/6800/61000





高速吹膜机

High-speed Film 
Blowing Machine

LLDPE Heat Shrink Film Blowing Machine
SJ-A50H/A55H/A60H/A65H

本机用于吹高低压聚乙烯，产品广泛用于生产包装膜，服装袋，垃圾

袋，背心袋等；主电机采用变频调速，增加了主机调速的稳定性，并

可节电30%，螺杆料筒采用38铬钼铝，经氮化处理，牵引机架采用

升降式，不管吹大、小规格薄膜均能使其冷却效果达到最佳。

It is used to blowing polyethylene LDPE/HDPE, which has been widely 

used to produce film for packing film, clothing bag,rubbish bag and 

T-shirt bag,etc. The main motor adopts frequency control of motor speed 

to improve the speed regulating stability of main motor and save electric-

ity by 30%.The screw and barrel adopt 38 chrome-molybdenum 

aluminum which has been nitrogen treated and the traction frame adopts 

lifting type. No matter what size the film is big or small, it can achieve the 

best effect of cooling.

1)自动升降  Up And Down 

2)压花辊  Embossing Roller 

3)铸铝加热圈  Casting Aluminum Screw Heater 

4)气胀轴  Air Shaft

5)旋转模头  Die Rotary Device

6) 双收卷  Double Sides  Winder   

7)快换网装置  Fast Net Changer

8)双风口风环  Double-lip Air Ring

9)自动吸料机  Auto Loader                

10)表面处理  Corona Treater       

11)空气压缩机  Air Compressor

Model

Diameter of screw

Reduced diameter of film(mm)

Single-face Thickness of film(mm) 

Max.Extrusion(Kg/h)

L/D

Power of main moto(kw) 

Power of Tracion main moto(kw)

Max. Line Speed (m/min)

Heating Power(kw)

Outline diameter(L x W x H) (mm)

Weight(T) 

SJ-A50H

φ50

300-600

0.01-0.1

35-50

30:1

15

1.5

100

11

6000 x 1600 x 4000

2.0T

SJ-A55H

φ55

400-800

0.01-0.1

40-70

30:1

18.5

1.5

100

13

6500 x 2200 x 4700

2.5T

SJ-A60H

φ60

500-1000

0.01-0.1

60-100

30:1

30

1.5

100

19

7000 x 2500 x 5250

3.5T

SJ-A65H

φ65

500-1200

0.01-0.1

80-120

30:1

37

1.5

100

25

7000 x 2700 x 5500

3.5T

型号

螺杆直径

薄膜折径

薄膜单面厚度

最大挤出量

长径比

主电机功率

牵引电机功率

最大线速度

加热功率

外形尺寸

机器重量



1)自动升降  Up And Down 

2)压花辊  Embossing Roller 

3)铸铝加热圈  Casting Aluminum Screw Heater 

4)气胀轴  Air Shaft

5)旋转模头  Die Rotary Device

6) 双收卷  Double Sides  Winder   

7)快换网装置  Fast Net Changer

8)双风口风环  Double-lip Air Ring

9)自动吸料机  Auto Loader                

10)表面处理  Corona Treater       

11)空气压缩机  Air Compressor

1)自动升降  Up And Down 

2)压花辊  Embossing Roller 

3)铸铝加热圈  Casting Aluminum Screw Heater 

4)气胀轴  Air Shaft

5)旋转模头  Die Rotary Device

6) 双收卷  Double Sides  Winder   

7)快换网装置  Fast Net Changer

8)双风口风环  Double-lip Air Ring

9)自动吸料机  Auto Loader                

10)表面处理  Corona Treater       

11)空气压缩机  Air Compressor

本机螺杆、料筒均采用38铬钼铝经氮化和精密加工，特

殊设计的螺杆产量高，塑化好。适用吹低密度聚乙烯

(LDPE)、高密度聚乙烯（HDPE）、线型低密度聚乙烯

（LLDPE）等塑料薄膜。 广泛应用于食品、服装、垃圾

袋、背心袋等民用及工业等包装。

The Screw & Barrel of extruder are made of 38 chrome-mo-

lybdenum aluminum which has been nitrogen treated.The 

specially-designed screw is of sound quality in 

plasticzing,which helps increase the production capacity.It is 

applied to blowing the plastic films like Low-density 

polyethylene (LDPE) and high- density polyethylene (HDPE) 

and linear low density polyethylene (LLDPE).It widely applied 

to producing the packing bags for foodstuff, clothing,rubbish 

bag and vest bag.



迷你吹膜机

Mini Film Blowing Machine

SJ-D50

挤出机的机筒、螺杆均采用优质38铬钼铝经氮化和精密加工。具有最佳硬 度

和耐腐蚀性。

用于吹制低密度聚乙烯（LDPE）、高密度聚乙烯（HDPE）塑料薄膜。 可制

成各种背心袋、平品袋、广泛应用于食品、服装、纺织、工业等包装。

This machine set is used for blowing Low-density polyethylene (LDPE) and high- 

density polyethylene (HDPE) plastic film to make various vest bags and flat-rim 

bags which have been widely used for packing in the food industry, garment 

industry and textile industry, etc.

The screw & barrel of extruder are made of 38 chrome-molybdenum aluminum 

through nitration and precision finishing with the best hardness and corrosion 

resistance,Scientifically designed.

挤出机的机筒、螺杆均采用优质38铬钼铝经氮化和精密加工。具有最佳硬度和耐腐

蚀性，本机组经科学设计一套挤出螺杆带两个机头，提高生产量，节省能源、劳动

力、生产厂房等优点。

用于吹制低密度聚乙烯（LDPE）、高密度聚乙烯（HDPE）塑料薄膜。可制成各

种背心袋、平口袋、广泛应用于食品、服装、纺织、工业等包装。 

The screw of the extruder are made of 38 chrome-molybdenum aluminum (38Cr)  

through nitration and precision finishing with the best hardness and corrosion 

resistance.,Scientifically designed,this machine set has two heads for one extruder with 

such advantages as increasing production capacity,saving energy,labour and workshop 

area,etc.

This machine set is used for blowing Low-density polyethylene(LDPE)and high-density 

polyethylene (HDPE)plastic film to make various vest bags and flat open bags which 

have been widely used for packing in the food industry,garment industry and textile 

industry,etc.

用于吹制低密度聚乙烯（LDPE）、高密度聚乙烯

（HDPE）、线性低密度聚乙烯（LLPE）等双色彩条塑料薄

膜。广泛应用于液体包装、印刷基材、出口产品包装、工业品

包装以及食品、水果、服装、纺织品、日用品等民用工业品包

装。该挤出机的机筒、螺杆均采用优质38铬钼铝，经氮化和精

密加工，具有最佳的硬度和耐腐蚀性。  

It is used for blowing various low density polyethylene (LDPE) and 

high density polyethylene(HDPE) two color striped plastic film, etc. 

Which are widely used for packing food, fruit, garments, textile, daily 

necessities and other civil and industrial products. The screw of 

extruder are made of 38 chrome-molybdenum aluminum and strong 

corrosion resistance after precision finishing and nitrogen treatment.  

Model

Diameter of screw

Reduced diameter of film(mm)

Single-face Thickness of film(mm) 

Max.Extrusion(Kg/h)

L/D

Power of main moto(kw) 

Power of Tracion main moto(kw)

Heating Power(kw)

Outline diameter(L x W x H) (mm)

Weight(T) 

SJ-D50

φ50

100-500

0.01-0.10

20-25

28:1

7.5-11

1.1

11

3800×1900×3000

1.5T

型号

螺杆直径

薄膜折径

薄膜单面厚度

最大挤出量

长径比

主电机功率

牵引电机功率

加热功率

外形尺寸

机器重量

双层共挤吹膜机/快递袋吹膜机

Double-layer Film Blowing Machine 
/Courier-bag Film Blowing Machine

2SJ-50/2SJ-55/2SJ-60 用于吹制低密度聚乙烯(LDPE)、高密度聚乙烯(HDPE)和线性低密度聚乙烯(LLDPE)

等塑料复合膜。广泛应用于液体包装、印刷基材、出口产品包装、工业品包装等。

It is used for blowing the plastic laminated film of low density polyethylene (LDPE), high 

density polyethylene (HDPE)and linear low density polyethylene(LLDPE)etc,Which are 

widely used for packing liquid, printed base material, products for export and industrial 

products,etc.

1、两层共挤复合膜可延长液体包装保鲜期。2、挤出机的机筒、螺杆均采用优质38铬

钼铝经精密加工和氮化处理，使其硬度达到最佳值，经久耐用。 

1.Double layers co-extrusion laminated film can prolong the length for preservation of liquid 

package. 

2.The Screw&Barrel of the extruder are made of 38 chrome-molybdenum aluminum (38Cr) 

after precision finishing and nitrogen treatment. 

2SJ-50

ф50*2

28:1

800

0.015-0.10

40

11kw x 2

26

4200*2200*4000

4

2SJ-55

ф55*2

28:1

1000

0.015-0.10

65

15kw x 2

30

4600*2400*4600

5

2SJ-60

ф60*2

28:1

1200

0.015-0.10

80

18.5kw x 2

42

5000*2800*5000

6

型号

螺杆直径

长径比

薄膜折径

薄膜单面厚度

最大挤出量

主电机功率

加热功率

外形尺寸

机器重量

Model

Diameter of screw

L/D

Reduced diameter of film(mm)

Single-face Thickness of film(mm)

Max. Output(kg/h) 

Power of main motor

Heating Power(kw)

Outline diameter(L*W*H)(mm)

Weight(T)

1)自动升降  Up And Down 

2)压花辊   Embossing Roller 

3)铸铝加热圈  Casting Aluminum Screw Heater 

4)气胀轴   Air Shaft

5）旋转模头   Die Rotary Device

6) 双收卷   Double Sides  Winder   

7）快换网装置   Fast Net Changer

8)双风口风环  Double-lip Air Ring

9）自动吸料机 Auto Loader                

10）表面处理 Corona Treater       

11）空气压缩机  Air Compressor 

1）自动吸料机 Auto Loader                

2）表面处理 Corona Treater       

3）旋转模头装置 Die Rotary Device

4）空气压缩机  Air Compressor 

Table Sheet Cover





全自动缠绕膜复卷机

Automatic Stretch Film
Rewinding Machine

KDRW-500A/600A/700A

KDRW-500/1000

本机采用的优点可编程控制器控制系统。将大胶片卷转换成不同长度的薄膜卷。

Automatic stretch film rewinding machine is full automatic machine, designed for the rapid 

rewinding of stretch film from jumbo roll into small rolls. The layout and operation make it 

user friendly and ideal for volume production. A skilled operator is not required. 

Both for stretch & cling film rewinding. 

1- Auto rewinding max. machine speed at 800 Mts/min

2- High production rate and quick change over

3- Fully automatic cycle with Programmable Logic Controller (PLC) control

4- Paper core to be ordered from 1-3 inch.

5- Free tension rewinding, No stretching occurs while rewinding

6- Guarding and controls CE approved

1.自动复卷的最大速度为900米/分钟

2.生产速度快，反应灵敏

3.自动复卷运作系统由PLC控制

KDRW-500A

280-500mm

280-500mm

400mm

300mm

900m/min

KDRW-600A

280-600mm

280-600mm

400mm

300mm

900m/min

KDRW-500

500

1.5

400

By hand

ф400

500

3"

500

ф300

3", 2" 

1.4 x 1.1 x 1.1

700

KDRW-1000

1000

3

400

By hand

ф400

1000

3"

1000

ф300

3" 

1.9 x 1.5 x 1.5

1000

Automatic

3”

1-3”

Conveyor & stacker 输送装置

KDRW-700A

300-700mm

300-700mm

400mm

300mm

900m/min

型号

母卷薄膜宽度

复卷成品宽度

母卷最大直径

复卷成品最大直径

复卷速度

换卷

放料纸芯尺寸

收料纸芯尺寸

选择性配置

Model 

Film width  

Rewinding width 

Max. diameter of Jumbo roll 

Max. diameter of Rewindroll 

Rewinding speed 

Winder exchanging 

Core size of unwinder 

Core size of rewinder

Option device 





191-914mm
191-914mm
191-914mm
191-914mm
191-914mm
191-914mm
191-914mm
191-914mm
191-914mm

50m/min
50m/min
50m/min
50m/min
50m/min
50m/min
50m/min
50m/min
50m/min





全自动高速制袋机

Full Automatic High Speed
T-shirt Bag Making Machine

KDHS-450 x 2/KDSS-450 x 2RLD-900/1000/1100

全自动背心袋制袋机

Full Automatic 
T-shirt Bag Making Machine

DFHQ-450 x 2

KDHS-450 x 2

200-400mm

300-700mm

110m/min

180-230pcs/min x 2

8.5kw

2200kg

6000 x 1550 x 1700mm

KDSS-450 x 2

200-400mm

300-700mm

120m/min

200-250pcs/min x 2

9.5kw

2400kg

7000 x 1550 x 1700mm

型号

制袋宽度

制袋长度

机器线速度

制袋速度

总功率

机器重量

外形尺寸

Model

Max. Bag-making width

Max.Bag-making length

Line speed

Bag-making speed

Total Power

Weight of machine

Overall dimensions

Model

Max. bag-making Width 

Max. bag-making Length  

Thickness of Film

Capacity 

Total power 

Weigh of machine

Overall dimension

RLD-900

800mm

999mm

0.01-0.05mm

15-35pcs/min

5kw

2200kg

8200×2600×2200mm

RLD-1000

900mm

999mm

0.01-0.05mm

15-35pcs/min

8kw

2400kg

8800×2800×2200mm

RLD-1100

1000mm

999mm

0.01-0.05mm

15-35pcs/min

10kw

2600kg

9200×3100×2200mm

型号

最大制袋宽度

最大制袋长度

薄膜厚度

制袋速度

总功率

机器重量

外形尺寸





上下双道/四道冷切底封制袋机(单光电跟踪)

Double lines or Four lines bottom-sealing 
machine (with one photocell )

SHXJ-A600/700/800/900/1000/1100/1200
SHXJ-B600/700/800/900/1000/1100/1200

SHXJ-C700

600 mm  

600 mm

30-100 pc/min 

1400kg

6000*1300*1850mm

SHXJ-C800

700 mm 

600 mm

30-100 pc/min 

1600

3600*1500*1950mm

SHXJ-C900

800 mm 

600 mm

30-100 pc/min 

1800

3600*1600*1950mm

SHXJ-C1000

900 mm 

600 mm

30-100 pc/min 

1900

3600*1700*1950mm

Model

Max bag-making width 

Max bag-making length 

Bag-making speed (per line)

Weight

Outline dimension 

型号

最大制袋宽度 （上下双道/四道）

最大制袋长度 

制袋速度（单道）

机器重量

机器尺寸

SHXJ-A600

500mm x 2lines

1200mm

5-100pc/min x 2lines 

700kg

3200*1200*1700mm

SHXJ-A700

600mm x 2lines

1200mm

5-100pc/min x 2lines

850kg

3500 *1300 *1700 mm

SHXJ-A800

700mm x 2lines

1200mm

5-100pc/min x 2lines

850kg

3500 * 1300 *1800mm 

SHXJ-A1000

900mm x 2lines

1200mm

5-100pc/min x 2lines

1100kg

3800 *1800 * 2100mm

SHXJ-A900

800mm x 2lines

1200mm

5-100pc/min x 2lines

1000kg

3700 *1600 *2000mm

SHXJ-A1200

1100mm x 2lines

1200mm

5-100pc/min x 2lines

1100kg

4000 *2000 * 2100mm

Model

Max bag-making width 

Max bag-making length 

Bag-making speed 

Weight 

Outline dimension 

型号

最大制袋宽度 （上下双道）

最大制袋长度 

制袋速度 

机器重量

机器尺寸

SHXJ-B600

200mm x 4 lines

1200mm

5-100pc/min x4lines 

700kg

3200*1200*1700mm

SHXJ-B700

250 mm x4lines

1200mm

5-100pc/min x4lines 

850kg

3500 *1300 *1700 mm

SHXJ-B800

300 mm x4lines

1200mm

5-100pc/min x4lines 

850kg

3500 * 1300 *1800mm 

SHXJ-B900

350 mm x4lines

1200mm

5-100pc/min x4lines 

1000kg

3700 *1600 *2000mm

SHXJ-B1000

400 mm x4lines

1200mm

5-100pc/min x4lines 

1100kg

3800 *1800 * 2100mm

SHXJ-B1200

500 mm x4lines

1200mm

5-100pc/min x4lines 

1100kg

4000 *2000 * 2100mm

Model

Max bag-making width 

Max bag-making length 

Bag-making speed 

Weight 

Outline dimension 

型号

最大制袋宽度 （四道）

最大制袋长度 

制袋速度 

机器重量

机器尺寸



DHB-500

One Line

200-400 mm

240-300 mm

0.008-0.02mm

80-180pcs/min

1.5kw

600kg

2600×1100×1400mm

DHB-B500

Two Lines 

200-400 mm

240-300 mm

0.008-0.02mm

160-360pcs/min 

1.5kw

700kg

2600×1100×1500mm

型号

条数

制手套长度

制手套宽度

薄膜厚度

制手套速度

主机功率 

重量

外型尺寸 

Model

Number of lines

Glove length

Glove width

Film thickness

Speed

Power of motor

Weight

Outline dimension(L*W*H)







自封袋夹链吹膜机

Zip Film Blowing 
Machine (Zip Lock Bag ) 

ZIP-55,ZIP -65

自封袋制袋机

Zip Lock Bag Making 
Machine (Side Sealing)

ZIP-500,ZIP -600

本机综合国内外同类产品的设计优点,可塑性强,以高压聚乙烯(LDPE)为原料,是

生产自封袋的专用设备,其产品广泛用于食品,服装,药品,五金配件,装饰品,日用品

等包装,主要自封袋产品为:普通包装自封袋,彩色自封袋,双连马鞍袋,冷藏自封袋

等密封包装袋,本机组生产的自封袋具有开扣方便,牢度高,密封性强等优点.

1、可随意自封袋口，主机采用变频调速，光电控制，自动补气，科技含量高，

适用性强。

2、原料选用低密度聚乙稀LDPE.适用于食品、药材、文件资料、工业品的包装

及出口包装业的塑料制品，水果、食品、服装、纺织品和民用工业品包装等。

The machine synthesized the design advantages of similar products at home and 
abroad,it has strong plasticity,use high pressure polyethylene(LDPE) as raw 
material, is a special equipment for the production of zip lock bag, its products are 
widely used in food, clothing, medicines, hardware accessories, decorations and 
daily necessities packing.The main Zip lock products: ordinary packing zip lock bag, 
color zip lock bag, double saddle bags, refrigerated zip lock bag and other sealed 
bags . The zip lock bags of the unit production has the advantages:such as open 
button easy,fastness,strong sealing and so on.
1.Free to sealed zip lock bag mouth, the host used frequency control, photoelectric 
control,automatic air entrainment , it has High technology, strong applicability.
2.Choose low-density polyethylene material,used in food,medicines,documents,In-
dustrial packaging and exports of plastic products,packaging industry, fruits, food, 
clothing, textiles and civilian industrial packaging.

本机采用电脑控制，光电跟踪，变频调速,自动控温，具有操作简单、封边牢固等

优点。专用于封切高压PE自封袋。是一种先进的制袋机械。行程变动可调，主

电器选自进口。该机不仅性能稳定，能一次性热切成型。

This machine adopts photoelectric tracing, computer control, frequency conversion 
speed adjusting, and automatic temperature control, with the features of operating 
easily and sealing firmly. It is only used to seal and cut high pressure PE 
self-sealing bags. It is an advanced bag making machine.It has the adjustable 
stroke changes , the main electric equipment selected from the imports. This 
machine not only has performance stability, but also can heat-cutting forming at one 
time.

Model

Materlal

Extruding Output

Film　Ｗidth

Thickness of film

Film annulus diameter

Diameter of Screw

Draw Ratio of Screw

Transducer motor

Power of Assistana Machine

Heater

Cooling

Power

Dimension(L×W×H)

ZIP-55

LDPE

5-25kg

50-480mm

0．03-0.15mm

φ500mm

φ55mm

28:1

5.5kw

0.75kw

12kw

1.5kw

25kw

6000×1200×4500mm

ZIP-65

LDPE

10-30kg

100-580mm

0.04-0.15mm

φ600mm

φ65mm

28:1

7.5kw

1.1kw

15kw

2.2kw

30kw

6000×1200×4500mm

型号

材料

挤出产量

吹袋宽度

薄膜厚度

膜输直径

螺杆直径

螺杆长径比

主机马达

副机功率

电热

冷却

整机功率

外形尺寸

Model

Material

Capacity

Cutting width

Cutting length

Thickness of film

Film annulus diameter

Heater

Cooling

Power

ZIP-500

LDPE

30~60（Cycle/min）

80~450mm

100~300mm

0.03~0.15mm

φ550×500mm

1.8kw

0.37kw

3kw

ZIP-600

LDPE

60~130（Cycle/min）

100~600mm

130~350mm

0.03~0.15mm

φ550×600mm

2kw

0.37kw

3.5kw

型号

材料

产量

制袋宽度

制袋长度

薄膜厚度

膜输直径

电热

冷却

整机功率





吸管挤出机（单色）

Drink Straw Making 
Machine(1 Color)

KD-11
吸管挤出机（双色）

Drink Straw Making 
Machine(2 Colors)

KD-12

吸管挤出机（三色）

Drink Straw Making 
Machine(3 Colors)

KD-13

KD-11 Single color straw

1

φ50mm

28:1

11kw 

Φ3～12mm

0.10 ～ 0.35 mm

80 ～ 300 mm

20-35kg/hour

25000 ～ 100000 pcs/h

/

380v 50Hz

1800kgs

KD-12 Double colors straw 

2

φ50mm + φ25mm x 1 

28:1 / 20:1

11kw + 0.75kw x1 

Φ3～12mm

0.10 ～ 0.35 mm

80 ～ 300 mm

20-35kg/hour

25000 ～ 100000 pcs/h

Straight 

380v 50Hz

2100kgs

KD-13 Three colors straw

3

φ50mm + φ25mm x 2

28:1 / 20:1

11kw + 0.75kw x2 

Φ3～12mm

0.10 ～ 0.35 mm

80 ～ 300 mm

20-35kg/hour

25000 ～ 100000 pcs/h

Straight 

380v 50Hz

2300kgs

型号

颜色

主螺杆直径

长径比

主电机 (变频调速VFD)

吸管直径

吸管壁厚

吸管长度

挤出量

生产能力

彩条形式

电压

重量

Model

Color

Screw Dia.

L/D

Motor(Inverter Lontrol)

Product dia.

Product thickness

Product length

Output

Capability

Stripes

Power

Weight

吸管挤出机组由：挤出机、机头、冷却定型装置、牵引切割装置、理管输送装置(选配)

等部分组成，可实现：单色挤出。采用全新BM分离型参数设计的50mm直径螺杆，塑化

效果好，挤出量大，出胶稳定。应用领域：食品工业： 饮料吸管，糖棒，咖啡棒，口服

液吸管。其它工业：签字笔芯，喷头管，气球杆，小旗杆，棉签棒，医用管

1.模具更换方便，快捷，

2.冷却水槽及水槽架全部采用不锈钢制作，永不生锈；真空定径为拼装结构，可以随时

加装；水槽上下、前后、左右均可调整并锁定 

3.牵引切割装置有多种组合形式，以适应不同制品的生产需求，大大降低了工人劳动强

度。台面及防护罩均采用不锈钢制作，美观大方，永不生锈。

4.可以定制理管输送装置，适宜规模生产各种平口管； 

Drink straw makers are composed of frequency extruding system,tooling,cooling sink or 
vacuum cooling sink,drawing and cutting devices etc. There have single-color,dou-
ble,double-color,tri-color  drink straw makers,which all can produce the various colors 
straws with the diameter .

CHARACTERISTICS

1. 自动计数，批量报警。2. 故障自动停车功能。3. 出料装置增设不锈钢接料斗，劳动强度低，1人

可以操作2台设备。4. 增设维修调试安全开关和正反转开关，维修安全方便，缩短三分之二的维修时

间，同时大大地降低了维修劳动强度。 

全自动可弯吸管成形机是将直管坯加工成可弯吸管的一种自动化设备。 直管坯加入成形机上部料

斗，经12组输送装置、12组成形牙针和1对成形牙轮连续动作后将弯管成品自动输送出来，具有连

续高效生产的能力。通过更换部分零件，可以实现多种孔径规格弯管的生产。

This is an automatic flexible straw bending machine which can make the straight straw 
flexible. The straight straws supplied in the hopper at the top of machine ,passes through 12 
sets of conveyor and 12 sets of needle and 1 sets of shaping wheel, delivered to output 
conveyor automatically. 

DESCRIPTION 

1.High production capacity:250-420pcs/min.
2.One labour can operate 2 machines
3.With automatic counting and batch alarm.
4.Automatic stop when straw gets any errors
5.More safety-the machine with watch windows and back 
side controller and emergency switch
6.The breaker ,AC contactor and knob switch brand is 
SCHNEIDER
7.The inverter brand is DELTA

CHARACTERISTICS

1.Automatic product counting,High efficiency and high production rate
2.Automatic stop in the event of straw jamming
3.Hopper in stainless steel is set at conveyor, one man can operate two machines
4.Special repairing safety button 

TECHNICAL FEATURE

This machine is mainly to produce drink straw,sprinkler pipe, candy stick,tooth pick,tooth 
pick,the refills of ball point pen and water color pen,toy pipe industrial casing pipe,dropping 
tube and other small open pipes etc.It uses the materials such as PE and PP etc.

APPLICATION

1.The extrusion die can be special designed and easy exchanged to produce pipe and 
shaping stuff
2.Water bath in stainless steel can be adjusted in three planes
3.The haul-off unit can be belt or rollers, it is customizable, Fitted with double rotary cutter. 
Cut angle: 90°/45°, 90°/60°
4.Conveyor device(you may select if you want)
5.The breaker,AC contactor and knob switch brand is SCHEIDER
6.The inverter brand is Delta

TECHNICAL FEATURE

单支吸管包装机
Single Pcs Straw Packing Machine

KD-31

KD-31

250-450pcs/min

Three side sealing 

1.5kw (VFD)

90w

200w (use BOPP)

Paper, BOPP Plastic film 

Paper:25-33mm   

BOPP Plastic film:25-60mm

4mm—12mm

190-240mm

600kgs

1500mm X 1800mm

型号

产量

封口类型

主机

料斗

加热功率

包装材料

材料宽度

吸管直径

吸管长度

机器重量

尺寸

Model

Capacity

Sealing type 

Main motor

Hopper power

Heating power

Wrapping material 

Width of material

Dia of straw

Length of straw

Weight

Dimension

全自动单支吸管包装机是将吸管包装入袋，三面封压的吸管包装设备。

单支包装，印刷、填充、封压、分切一次性完成。自动计数，批量报警。纸和薄膜均

可包装，科快速更换。具有2色印刷功能。通过更换部分零件，科满足多种规格品种吸

管的包装。台面采用不锈钢制作，美观大方，永不生锈。

KD31 Single drinking straw auto packing machine is a machine for packing single 
straw, it can be used  paper or plastic film to packing straight straw、flexible straw、
spoon straw、milk tea straw.The machine provides a high packing rate, and two-color 
printing capacity. It not only makes your straw packing operation easier, but also 
provides you with a high reliability.

DESCRIPTION 

1. Single drinking straw packing, printing, filling＆packing, cutting at a time 
2. Two color printing device
3. Automatic product counting 
4. Packing speed can be adjusted freely 
5.The breaker,AC contactor and knob switch brand is SCHEIDER
6.The inverter brand is Delta

TECHNICAL FEATURE



Dry Hopper
干燥机

Chiller
冷水机

Waster Film Online
边料机

Hydraulic Filter Changer
液压换网器

Our Optional Parts Supplier
选择性配件供应商

P04

P18

P19

P23

P27

P28

P25

P37

P32 PLASTIC RECYCLING M/C


